Campbell
Company

Modular Pedestrian Stations

STATIONS (and Hardware)

Description:
Campbell Company manufactures the MPS (Modular Pedestrian Station) line of pedestrian stations. The MPS
allows a great deal of flexibility for the engineer and end user. MPS consists of two primary components:
«  The MPS display is the backplate of the pedestrian station. This component provides the area to mount
the sign, mount adjustable saddles for pole adjustment, and attac h to the pole.
«  The MPS button cup is attached to the display. Button cups are available for round or rectangle push but -
tons.The button cup also attaches to the pole. Each button cup provides for back or bottom service with

a removable chase nipple and plug.

Materials:
All MPS components are machined from solid stock. Display backplates are machined from 3/8” 6061 T6
plate. MPS button cups are machined from solid 60601 T6 bar or rod.
Mounting hardware is SS.

Powder Coated: Yellow (Y), Textured Black (B), Green (G) standard

Geometry:

+ MPS 57 mountsa5X73%"sign

+ MPS912mountsa9X 12" sign

+ MPS915 mountsa9X 15" sign

« MPS Rnd mounts a 3” round push button with 2 or 4 bolt pattern

+ MPS Rec mounts a 2.8 X 4” push button with 2 or 4 bolt pattern

Call out:
MPS DDD PPP C
DDD size of sign display backplate. For Example: a 9 X 12 sign backplate use 912
PPP: Shape of button cup. For Example: a Rnd push button use Rnd
C: powder coated color of assembly. For Example: Yellow use Y
MPS 912 RndY
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